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Engineering Technical Directive No. 98-006
18 November 1998

Subject: Change to the Ingest Hosts' Static Route Configuring Script
The following directive is issued to GSFC, EDC, and LaRC DAACs.

Issue: The operating system boot process was changed by recent SGI patches, affecting the startup
sequence of Ingest hosts by causing a system hang during the boot process. This technical directive
provides the information necessary to avoid the boot hang by changing the location of the network static
route definition scripts to the location recommended by SGI.

Fix:

1.0 General

This technical directive describes the modification needed on all SGI Ingest hosts. This modification may
be done during normal system operation. Non-Ingest SGI hosts are not affected.

The static route statements currently existing in file /etc/init.d/network.local are to be commented out and
then duplicated into file /etc/config/static-route.options.

2.0 Procedure Details
Execute the following steps for each Ingest host:

1. Login as root.
2. For each static route statement in file /etc/init.d/network.local, place a duplicate statement in file
fetc/config/static-route.options. For example,
route add default 198.118.204.65
route add net 198.118.202.0 198.118.204.66
3. In file /fetc/init.d/network.local, place a pound sign (#) in column one of every “ route add ...” line
duplicated in step 1.

Testing:
For each host, reboot the host and verify that the static route statements are according to baseline
document 921-TDx-005. The routes may be listed by executing “netstat —rn”” command

Implementation:
All Ingest hosts at GSFC, EDC, and LaRC DAAC:s as follows:
GSFC:
- glicg01
- g0icg02
- glicg03
- gvicgaa
EDC:
- eDicg01
- e0icg02
- elicg03
LaRC:
- 10icg01
- 10icg02
- 10icg03
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